


Chris-Craft Warranty

The Chris-Craft boats, and/or Chris-Craft parts manufactured
by Chris-Craft Corporation are warranted to be free from defects in
material or workmanship under normal use and service; the Com-
pany’s obligation under this warranty being limited to replacing or
repairing any part or parts thereof, which shall disclose defects with-
in SIX MONTHS after date of delivery of such boat or part to the
original purchaser, and which examination by Company shall de-
termine to be defective or not up to specifications; providing that
Dealer shall make claim thereon and return said part or parts to Com-
pany, transportation prepaid, within 30 days after defect is discover-
ed. This warranty being expressly in lieu of all other warranties
expressed or implied, and of all other obligations or liabilities on the
part of Company. The Company does not authorize Dealer, or other
person to assume for Company any liability in connection with said
warranty of Chris-Craft motor boats and/or parts.

This warranty shall not apply to any Chris-Craft boat and/or
part manufactured by Chris-Craft Corporation, which shall have been
altered or repaired outside of the factories of Chris-Craft Corporation
or by use of parts not made or sold by the Company, in any way
that, in the Company’s judgement affects its stability or reliability, or
which has been subject to misuse, neglect or accident.

- This warranty will not apply to any engines, engine accessories,
or trade accessories, not of our manufacture which we may use as
these are generally warranted by their respective manufacturers.

This warranty does not cover race boats or racing engines, or
boats and engines used for commercial purposes.

- Catalogue speeds are attained over certified course at Algonac,
Michigan, under favorable conditions and are not guaranteed.

CHRIS-CRAFT CORPORATION,
Algonac, Michigan
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BREAKING IN A NEW ENGINE

The first few hours of operation has a great deal to do with the success-
ful performance of an engine. An engine that is properly broken in will give
much longer satisfactory service. Before leaving the Chris-Craft factory your
motor has been properly run-in and block tested for continuous speeds up to
three-quarter throttle. No further running-in on the part of the owner is
necessary, except that no new engine should be run at wide open throttle dur-
ing the first ten hours. It is recommended that a pint of good engine oil be
added to each five gallons of gasoline for the first few hours of running. Be
sure to mix it thoroughly before putting it into the gasoline tank.

. . . i * . .
During the entire life of the engine always run the engine at medium
speed for a few minutes to allow the oil to warm up before running at sustained

high speed.

LUBRICATION
The capacity of the engine lubricating system should be governed en-
tirely by the marking on the bayonet dip gauge because the angle of the engine
in the boat determines the amount of oil to use. The quantity will vary from
10 quarts to 12 quarts. The oil should be changed after the first ten or fifteen
hours running of the motor and thereafter évery forty to fifty hours.

TO CHANGE OIL
To drain the oil use the piece of copper tubing with fitting that will be found
in the tool kit. Unscrew the oil pressure gauge line from the fitting where it goes
into the engine on the side of the cylinder block below the ignition coil. Put
the end of this tube in a pail and idle the engine slowly which will pump all
of the oil out of the crankcase. Do not speed up the engine and watch it
closely and stop the engine as soon as the oil stops running out of the tube.

RECOMMENDED LUBRICANT

We are, of course, primarily interested in seeing that every Chris-Craft
is serviced with good oil of character and quality, because of the use of such
an oil means not only dollars in the owner’s pocket, but smooth engine opera-
tion, freedom from trouble, and maximum engine performance. A marine
engine works at maximum capacity virtually 90 per cent of its lifetime, where-
as in an automobile, the engine rarely, if ever, works at the maximum more
than 10 per cent or 15 per cent of its life time. Hence the demands on the oil
are far greater in a marine engine.

For the engine in all Chris-Craft boats we recommend a high quality
marine engine oil, the proper grade of which will be found stamped on the
hull number plate attached to the engine room hatch covers and on the Chris-
Craft engine it is a part of the engine number plate attached to the exhaust
manifold.

Unless the oil you obtain is clean, pure, low in free carbon and free from
emulsion-forming proclivities, it cannot be said to be equal to Chris-Craft
standards. Very few people, unless they have an expert knowledge of oil
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can correctly interpret specifications, and there is no way of checking up the
specification of an oil offered you without laboratory analysis. We, therefore,
urge you to take particular pains to see that the oil supplied you is equal
to the high standards of quality of the engine in your boat. There is nothing
as important to engine operation and life as the correct oil, and to a large
extent the satisfactory performance of your boat and the happiness you
will receive from it are dependent on the character of the oil used.

See that the grease cups on the water pump are full of Kasson Grease.
Turn them one turn every eight to ten hours of running.

Put three drops of light engine oil in the oil cup on each end of the
generator, the one on the end of the starting motor, and the one on the
distributor every time you change oil in the engine. Once a season remove
the distributor cap and put a piece of vasoline the size of a match head on
the head of the cam. (The cam is the six sided part on the end of the shaft.)

There are no other lubrication operations required on the engine.

AUTO-LITE ELECTRICAL INSTRUCTIONS

~ Auto-Lite equipment is guaranteed and serviced by the Electric Auto-
Lite Company of Toledo, Ohio. This service is handled through their many
Official Service Stations located in all of the more important cities throughout
the world. A directory of these Official Service Stations will be furnished
any Auto-Lite user by request addressed to the Part and Service Division, the
Electric Auto-Lite Company, Toledo, Ohio.

General Care of the Electrical Equipment

Most important in the care of the electrical equipment is the keeping of
all connections not only clean and tight mechanically, but free from all corros-
ion. Brass and copper connections in a boat operated around salt water are
especially subject to corrosion and they should be taken apart two or three
times a year, cleaned with fine sandpaper, given a light coating of vaseline
and reconnected, being sure they are tight.

Battery terminals should be given special attention and much trouble
and annoyance can be avoided if they are periodically taken apart and washed
in a strong ammonia or soda solution, given a light coating of vaseline and
reassembled, being sure they are tight.

When replacing worn parts only genuine Auto-Lite service parts should
be used. While the market affords numerous imitation parts there is no assur-
ance that these are built of the same carefully selected material or are subject
to the same exacting inspection as the genuine parts. Therefore, in order to
insure yourself the longest possible life to the electrical equipment only genuine
Auto-Lite parts should be used. .

Generator

The generator output should never be set above the maximum output as
noted on the nameplate. All wiring and connections should be tight and the
proper size as high resistance in the charging circuit will cause an over voltage
that materially shortens the life of lamps or other electrical equipment. The
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